
Part No.

QTHA-2MS0-MP
7/16-20 male Medium Pressure x male Quick-test, S.S.

Adapt Crystal Engineering nVision Calibrators
to Ralston Quick-test hoses, hand pumps and
nitrogen control devices (nVision is a
registered trademark of the Crystal
Engineering Corporation)

QTHA-2MS0-MP

Specs/Attributes
Compatible with Ametek Crystal Series XP2i Series Pressure Gauges, Ametek Crystal Series m1 Pressure Gauges, Ametek

Crystal nVision Series Pressure Recorders, Ametek Crystal 30 Series Pressure Calibrators, Ametek
Crystal HPC40 Series Pressure Calibrators, Ametek Crystal HPC50 Series Pressure Calibrators

Country of origin USA

Materials Stainless Steel

Max Operating
Temperature

225 °F / 105 °C

Max Pressure 5000 PSI / 350 bar / 35 MPa

Media Compatibility Air, Inert Gas, Natural Gas, Petroleum Based Oil, Water

Min Operating
Temperature

0 °F / -18 °C

Seal Materials Buna-N

Wrench Size 1/2 In
13 mm

Connector End 1 7/16-20 (1/4" LM4) Male Medium Pressure

Connector End 2 Male Quick-test

Weight 1.1 oz / 31 grams

Dimensions H: 1.82 in (4.62 cm) x W: 0.5 in (1.27 cm) x D: 0.5 in (1.27 cm)


